I\ METRO

EMGINEERING STRONG FOUNDATIONS

DRIVEN PRECAST ll%

VERSATILE. RELIABLE. COST EFFECTIVE.

Driven Precast Concrete (FCC) piles are
a total engineering solution, delivering
high performance, speed of installation
and exceptional value for a wide range
of ground conditions and structural
applications.

HIGH CAPACITY
Excellent axial and lateral load capacities
with minimal settlement.

RAPID INSTALLATION
Driven to set with hydraulic hammers
for fast, efficient progress.

QUALITY ASSURED
Manufactured to strict standards with
IS0 9001 and CE accreditation,

DESIGN FLEXIBILITY t
Range of pile sizes and jointing systems
to suit all project requirements.

COST EFFECTIVE
Mo spoil removal, low wastage and
reduced labour on site,
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solutions for every project.
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Real-time testing results
to enable follow-on trades.

Supplying and installing mmsssss  Committed to the highest
acrogs the LK. standands on every site.

www.metropiling.co.uk enquiries@metropiling.co.uk 020 3051 8486




PRECAST CONCRETE PILES

PILE CONFIGURATIONS
OUR PRODUCT
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and value engineering provided.
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concrete pile

concrele pie

Refer 10 sice Range of Pile Jointing systems
and load range Reinforcing bars !I increased pile versatility and
load capacities.

Ceriral reinforcing bar

Mecharscal joint

=

m Standard spigot Male joink 150 9001 and CE Accreditation
1 sochet joint consistent, rellable quality
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Pile Testing Team prowviding

FULLY REINFORCED, MECHANICAL JOINT SYSTEM ®s real-time pile testing results

to enable follow-on trades.

FEMALE JOINT MALE JOINT
H20 rebars
H20 rebars #00mm long # Mo spoil or wastage providing
S00mm lang Lap length 800mm considerable cost savings,
= Lop length 800mm .

Walded to plate
Walded to plate

3mm thick skirt 3mm thick skirt

A0mm @& tube

= 25mm @ air holes

25mirn @ air holes

30mm thick plate

30mm thick plate

IBmm @ locating pin

M0 x 35mm grueb
E screw holas E
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& Half thickness of ] Half thickness of )
Fl:' A0 plate machined T_ 30mm plate machined
E oul undemeath E out underneath
E A0mm B hole E 3Bmm @ locating pin
2&6mm=350mm 265mm=380mm

PCC PILE CAPABILITY ) _
PCC piles consist of segmental lengths

PILE SIZE (mm?) 200 235 275 300 350 400 of reinforced concrete sections of
nominal length between 3m and 15m.

Compression (KM} 400 600 600 1000 1200 1500 - i
These sections are driven into the
Lateral/Shear (WN) 54 169 B4 169 240 - ground for any length and transfer
superstructure loads to an underlying
Tension (KN} - 270 - 270 47 410

founding strata of suitable strength,
Moment (kNm) 4 30 27 47 47 105 Piles can be a single section, or several
sections can be jointed to provide longer

Typical Rig Weight (Tonnes) 18-22 22-25 22-28 25-60 25=-50 45-60 piles for deeper ground conditions.
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