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Driven steel tubular piles are a displacement
piling method commonly used as an alternative
to driven precast concrete piles, especially in
challenging or uncertain ground conditions. They
are particularly effective in hard driving
environments or where obstructions and
boulders are present, making them a reliable
choice for demanding sites.
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TOP DRIVEN MINI PILING
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Delivering safe, efficient
and reliable piling
solutions.

Purpose-bwilt rigs and
hydraulic hammers for
optimum performance.

www.metropiling.co.uk

enquiries@metropiling.co.uk

PRECISION
INSTALLATION

SUSTAINABLE
SOLUTIONS

&

Accurate setting out
and installation to
achieve required SWL.

&

Recycled steel casings
and environmentally
conscious methods,

020 3051 8486




DRIVEN STEEL TUBULAR PILES

DESCRIPTION INSTALLATION

Driven steel tubular piles provide a robust, versatile, and Piles are top driven using purpose-built rigs with
sustainable foundation solution, suitable for use in difficult hydraulic hammers ranging in weight from 3T to &T.

or uncertain ground conditions. Hard driving conditions,

backfill, obstructions, or boulders can all be dealt with Piles are usually installed to a 'set’ or ‘refusal’ to
using this solution. achieve the required SWL.

Produced from recycled steel casings, these piles are Typically, piles are driven open-ended where a soil
driven in seamental lengths ranging from 3m to 6m. plug is formed internally at the bottom of the casing.
The piles are capable of carrying appreciable axial loads The internal void is then subsequently filled with

and also have tensile and shear resistance capabilities. concrete or grout and reinforcement incorporated for

tying into the pile cap.
As well as offering a robust piling technigue with increased
driving capabilities in difficult ground conditions, tubular
steel piles offer increased penetration characteristics
enabling them to be used where significant embedment
into rockhead is required. Often used where embedment

is required into steeply sloping bedrock incorporating @ TECHNIQUE CAPABILITIES

supplemental rock-socketing.

SPECIFICATION FROM TO
(i) APPLICATIONS

Standard pile size 140mm dia 340mm dia
@_ Commercial Gﬁ' Residential

Typical load capacity 250kMN 800kM
ﬂl Infrastructure h Industrial

Practical depth 4m 40m

1';5? Alluvial deposits A5, Contaminated and
- made ground

@ ADVANTAGES

Quick installation Minimum site preperation

Environmentally Friendly

Reduced costs

v

o Pile stability
«  Zero spoil
o
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Vibration free Ideal for sensitive areas

EXPERTISE. RELIABILITY. INNOVATION. : SAFETY FIRST
4 Committed to the highest

standards on every project.

Building strong foundations for the future.




